
Certified Product Listing
For:
Drinking Water System Components – Health Effects

Company:
A.Y. McDonald Mfg. Co.
4800 Chavenelle Road
Dubuque, IA  52004-0508, United States

Plant Location:
Dubuque, IA, United States

Standards:
NSF/ANSI/CAN 61 - 2022

Certificate:
Issued Date:  04/16/2024

Material/Product:
Brass Service Saddles*  

Contact Temperature:
23 ± 2℃

Models:
3801 (2"-12" pipe ½"-2" tap)
3801-2 (2"-12" pipe ½"-2" tap)
3801-3 (2"-12" pipe ½"-2" tap)
3802 (2"-12" pipe ½"-2" tap)
3802-2 (2"-12" pipe ½"-2" tap)
3802-3 (2"-12" pipe ½"-2" tap)
3805 (4"-12" pipe ½"-2" tap)
3805-2 (10"-12" pipe ½"-2" tap)
3805-3 (10"-12" pipe ½"-2" tap)
3806 (10"-12" pipe ½"-2" tap)
3806-2 (10"-12" pipe ½"-2" tap)
3806-3 (10"-12" pipe ½"-2" tap)
3806BSPP (6" and 8" pipe 1" tap)
3808
3809
3810
3815 (4"-12" pipe ½"-2" tap)
3816 (4"-12" pipe ½"-2" tap)
3825 (4"-12" pipe ½"-2" tap)
3825A (16" pipe ½"-2" tap)
3825B (16" pipe ½"-2" tap)
3826 (4"-12" pipe ½"-2" tap)
3826A (16" pipe ½"-2" tap)
3826B (16" pipe ½"-2" tap)
3835 (4"-12" pipe ½"-2" tap)
3836 (4"-12" pipe ½"-2" tap)
3845 (4"-12" pipe ½"-2" tap)
3846 (4"-12" pipe ½"-2" tap)

Page 1/2



3855 (4"-12" pipe ½"-2" tap)
3856 (4"-12" pipe ½"-2" tap)
3891 (2"-8" pipe ½"-2" tap)
3892 (2"-8" pipe ½"-2" tap)
3893
3894
3895 (4"-8" pipe ½"-2" tap)
3896 (4"-8" pipe ½"-2" tap)
3897
3898

*Brass Saddles with a "V" after a numeric or alpha-numeric model number indicates use of a Viton o- ring (e.g.
3825B 16XL uses a standard EPDM O-ring while a 3825BV uses a Viton O-ring).
Brass saddles with "SS" after a numeric or alpha numeric model indicates use of stainless steel bolts.
Brass saddles with "BSPP" after a numeric or alpha numeric model indicates British Standard Parallel pipe thread
tap.
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